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Cobbles and boulders observed at 3' and deeper
starting here and extending west, suggesting
potential shoreline berm structure.  The base of
the excavation to the west of this line varied
based on the depth which the berm structure
was encountered.

Retaining Wall With 3 Feet Drop
on the Northwest Side.

A3-SIDE8

Excavation work was undertaken previously on the
south at the "Rhone-Poulenc NW Corner Excavation."

5.5' bgs Copper 1,300

Material left in place to maintain the
structural integrity of the shoreline berm.

2' bgs Copper 435 (Duplicate 267)

Material left in place to maintain the structural
integrity of the shoreline berm.

2.5' bgs Gasoline 370

Material left in place due to meeting
cleanup objective based on statistical
evaluation of detected gasoline
concentrations.
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Shoreline Rip Rap
Berm downslope
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Lower Duwamish Waterway

2' bgs Copper 335
Material left in place to maintain the
structural integrity of the shoreline berm.
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AREA 3 PLAN-VIEW DETAIL
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ABBREVIATIONS

PCBs = Polychlorinated Biphenyls

mg/kg = milligrams per kilograms

bgs = below ground surface

' = Feet

Extents of Excavation with
Approximate Depth

Confirmation Soil Sample

Historical Soil Sample (Removed)

1. Locations and depths are approximate.

2. Samples were analyzed for PCBs,
copper, and gasoline range total
petroleum hydrocarbons.  Detected
concentrations (mg/kg) in excess of
screening levels are shown.

3. Established project specific
remediation level (mg/kg):

4. Established project specific cleanup
level (mg/kg):

NOTES

Total PCB Aroclors 0.5

Copper 250
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